DOWNRIVER..

Where Quality is Found.

Specifications:

e Cor-Lite Il - A durable finish in a solid color or wood grain, applied
to the substrate of your choice. Cor-Lite Il incorporates a UV fill or sealer,
several basecoats and or print, and then is finished with a two stage
ceramic top coat that is cured with a fusion process.

Uses — Cabinets, store fixtures, drawer bottoms and sides, pegboards,

slotwall, shelving, garage organizers and much more.

¢ Diamond Coat - a state-of-the-art prefinish coating, applied to the
panel substrate of your choice, incorporating a fused two-stage top coat
over a solid color or wide range of beautiful wood grain prints. The
aluminum oxide finish wears like a thermofused melamine yet allows
for customization of the gloss level and texture of the finish.

Uses — Cabinets, furniture, case goods, store fixtures, school and hotel

fixtures, storage systems, shelving, slot wall and much more.

Dimensions:
Size: Minimum: 4'x 5'
Maximum: 4'x 12"
Cut-to-size available upon inquiry, call for quote

Thickness: 1/8" - 3/4"

Other thickness available upon inquiry

Substrates:  Hardboard, Particleboard, MDF, and Plywood

Down River has an array of liquid finishes applied to panels
that are available for many consumer and industrial applications.
From standard colors and wood grain prints to custom patterns,
Down River has the flexibility to fulfill your pre-finished panel
requirements.

Down River's Cor-Lite Il finish, with its strong two-stage UV
topcoat, is designed for tough interior use where wear ability,
scratch, and moisture resistance is necessary. Ceramic beads
and other additives in the topcoat give Cor-Lite Il superior
physical properties compared to glued laminates.

Down River's Diamond Coat finish is produced in a similar
fashion, but makes use of aluminum oxide additives in the
topcoat to give it better physical properties that are comparable
to thermo-fused melamine. Diamond Coat is designed more
for exterior use in cabinets, furniture and store fixtures. Diamond
Coat allows for customization of the gloss level, and texture
of the finish, which makes it more flexible and economical
than melamine and high pressure laminates.






